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Simultaneous Zone Playback Support:  20 
Configuration:  Dual SATA arrays 
Fault Tolerance:  Double-redundant RAID5 
Chassis:  5U x 19” x 22” mounting depth 
On-Board Zones – None 
Zone Expansion Slots:  Three 
DVD-ROM:  One on-board  
Networking:  Dual Gigabit Ethernet 

 

 

VS-2580 Storage:  8.0 Terabytes       Media Capacity:  1,600 DVDs or 17,000 CDs. 

VS-2550 Storage:  5.0 Terabytes       Media Capacity:  1,000 DVDs or 11,000 CDs. 
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Simultaneous Zone Playback Support:  20 
Configuration:  Single SATA array 
Fault Tolerance:  Double-redundant RAID5 
Chassis:  3U x 19” x 22” mounting depth 
On-Board Zones – None 
Zone Expansion Slots – Three 
DVD-ROM:  One on-board  
Networking:  Dual Gigabit Ethernet 
 

 
 

 

VS-2440 Storage:  4.0 Terabytes      Media Capacity:  800 DVDs or 8,500 CDs. 

VS-2425 Storage:  2.0 Terabytes      Media Capacity:  500 DVDs or 5,500 CDs. 
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Simultaneous Zone Playback Support:  7 
Configuration:  Single IDE array 
Fault Tolerance:  RAID5 
Chassis:  4U x 19” x 18.5” mounting depth 
On-Board Zones – One 
Zone Expansion Slots – Three 
DVD-ROM:  One on-board 
Networking:  Single Gigabit Ethernet 

 
 

 
 

VS-2117 Storage:  1.75 Terabytes       Media Capacity:  350 DVDs or 3,700 CDs. 

VS-2112 Storage:  1.00 Terabytes       Media Capacity:  250 DVDs or 2,600 CDs. 
 
 

http://www.velocitesystems.com 
866-572-0015
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Video Outputs:  DVI, VGA, S-Video 
Audio Outputs:  Coax S/PDIF, Analog Stereo 
Resolution Support:  480i, 480p, 720p, 1080i. 
Chassis: Silver 3.7x10.8x14.3 (HxWxD) 
Zones On-Board:  One 
Networking:  Fast Ethernet 

 

 
 

VC-2100 Set-Top Client 

VC-2125 Client/Server Storage:  1 Zone                 Media Capacity:  50 DVDs or 500 CDs 

VC-2140 Server/Client Storage:  1 Zone                 Media Capacity:  80 DVDs or 800 CDs 
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Video Outputs:  DVI, VGA, S-video 
Audio Outputs:  Coax S/PDIF, Analog Stereo 
Resolution Support:  480i, 480p, 720p, 1080i. 
Chassis:  2U x 19” x 14” mounting depth 
Zones On-Board:  One 
Networking:  Gigabit Ethernet 
 

 
 

 

VC-2147 Rackmount Client 
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Simultaneous DVD/CD Loads:  9 
Chassis:  5U Pedestal  
Average Load Time:  12min per disk 
DVD-ROM:  Nine on-board 
Networking:  Single Gigabit Ethernet 
 
****NOTE:  SHIPPING 2/15/2005**** 

 
 

 
 

VL-9000 9-Bay Bulk Loader 
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Video Input:  Component Video 
Audio Input:  S/PDIF and Analog Stereo 
Resolution Support:  480i, 480p, 720p, 1080i 
Zone Expansion Slots consumed – 1 
Capture Rate:  25Mbps 
Capture Mode:  MPEG-2  
Frame Types:  IPB 
Bit Rate:  Variable 
****NOTE:  SHIPPING 3/15/2005**** 

 
VHD-100 HD Capture Card w/ Component Video to SDI Converter and power supply 
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Video Input:  Composite and S-Video 
Audio Input:  Analog Stereo 
Resolution Support:  480i, 540i 
Zone Expansion Slots consumed – 1 
Capture Rate:  10Mbps 
Capture Mode:  MPEG-2  
Frame Types:  IPB 
Bit Rate:  CBR 
 
 

 
 
 

VSD-77 SD Capture Card  
 
 
Effective with this list, all Picture Perfect products include a 2-year warranty that covers: 

a. Depot warranty service 
b. Advance-ship parts replacement 
c. Movie and music database access 
d. Free software upgrades 
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