specifications

VideoRaid RTR and VideoRaid RTRX

Focus: Professional digital content creation including:
+ Multi-stream, non-linear video editing
+ 2D/30 Animation
+ Compositing
+ Game development
« HDTV Applications
+ Video servers

RAID Controller:
+ Single controller in desktop unit
+ Up to (2) controllers in rack mount configuration
+ Redundant single or dual-channel (4+1) configuration with
Multi-Stream Technology (MST)
+ 165 MIPS RISC processor
+ Up to 128 MB segmented cache
+ Tagged Command Queuing
+ Automatic rebuild when a failed drive is replaced
+ Real-time data delivery and error handling

Interface:

Desktop: Ulitra160 SCSI, LVD
Rack Mount: Dual-channel, Uitra160 SCSI, LVD

Sustained Performance:
Deskfop: Single-stream:  Up to 130 MB/second
Multi-stream: Real-time playback of up to 3
uncompressed video streams

Rack Mount: Single-stream:  Ower 200 MB/second

Multi-strearm: Real-time playback of up to 3
uncompressed video streams per channel

Content Creation Hardware & Software Compatibility
(visit www.medea.com for the latest compatibility info)

Ultra160 SCSI Host Adapter Compatibility:

Adaptec 29160, 39160

Atto ExpressPCI UL3S, UL3D
Qlogic QLAT2160

SGI X0 dual adapter

Operating System Compatibility:
IRIX
Mac OS
Windows 95/98/Me/NT/2000

High-Performance, Redundant Disk Arrays for Digital Content Creation

Kit Contents:

Desktop: Rack Mount:

* Compact desktop enclosure « 197, 3U rack mount enclosure

= 5 removable drive modules * Up to (10) removable drive modules

* Removable RAID controller * Up to (2) removable RAID controllers

» Removable 200 W power supply * Up to (2) removable 200 W power supplies
= 2 meter, VHD to VHD SCSI cable « (2) 2 meter, VHD to VHD SCSI cables

« WVHD SC3I LVD terminator + (2) VHD SCSI LVD terminators

* Power cord + (2) Power cords

* Installation Guide * Installation Guide

Connectors: Desktop: (2) Very High Density (VHD), 68-pin
Rack Mount: Up to {4) VHD, 68-pin

Dimensions: Desktop: 9.125" (h) x 10.75" (d) x 5.125" (w)
Rack Mount: 5.125" (h) x 10.75" (d) x 18.25" (w)

Weight: Desktop: 21 Ibs.
Rack Mount: 32 |bs. w/5-drives
40 |bs. w/10-drives
Power Supply: 90-230 VAC, 50/60 Hz auto switching

Desktop / Rack Mount (w/10-drives):
115 VAC 230 VAC

Typical Current Draw:

Start-up: 112 12248 521 1.04A

Idle: 317 B2A 4 [ 28BA

Read/Write/Seek: 5611124 26 524
Support: Unlimited free technical support

48-hour turn-around on serviced product
Advanced replacement available

Warranty: 3-years

Environmental Specifications  Operating Non-Dperating
Temperature: +10 to +38 °C =30 to +65 °C

Max Temp Gradient: 15 *Clhour 35 “Clhour

Humidity: 10%-90% non-condensing 5%-95% non-condensing
Altitude: up to 10,000 feet up to 40,000 feet
Vibration: 0.5 G rms 22-300 Hz 2 G rms 22-300 Hz

70 G's 11ms half sine
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Shock: 5 G's 11ms half sine
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